
 

           
  

 TECHNICAL DATA SHEET 
 
Product name PAINT REMOVER 
 

Product type Solvent based broad spectrum paint stripper  
 

Properties Contains methylene chloride , solvents and additives  
Application Will effectively remove a wide variety of different paint types 

This product may be used on most common painted surfaces including  
aluminium and wood. 

Method  Apply PAINT REMOVER to surface with a general bristled clean paint brush.  
The thixotropic properties in PAINT REMOVER ensures an even spread and  
adhesion to the surface. The paint on the surface will start softening and bubbling  
& is best further remove by scraper. A second or third coat of PAINT  
REMOVER may be required depending on the  amount of layers of paint and , or 
the paint type. Always ensure that surface is 100% clean of any flaking or soiling  
prior to painting. To ensure surfaces are clean prior to painting consider using  
 GP DEGREASER. Avoid using in direct sunlight  

 

Advantage  Quick acting and effective broad spectrum paint stripping ability  
 

Dilution Use as is 
Do not mix with other substances  

 

Colour Opaque  Appearance Liquid non viscous 
P.h N/a Dissolvable  Only in solvents 
Odour  Strong solvent Flashpoint  > 80 
 

Safety precaution  Protective gear First aid Storage  

Do not ingest , avoid 
eye and skin contact 
“DANGEROUS” 

Gloves and goggles 
All ppe essential 
“CAUTION” 

Rinse eye and skin with 
water. Seek medical 
attention 

Cool storage. Avoid 
sunlight 
Specify content 

 

Other info Paint Remover is a must have product in all industries requiring a fast and 
effective paint stripper. 

 
 

All information is provided in good faith and as accurate a possible. Africote will not accept any liability  
pertaining  to the use of its products , as it is up to the end user “consumer” to determine the correct and safe use of this 
 product. Kindly contact us for additional technical advice. 

 

 
 
 
 
 
 


